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Guideline for Luna Hidden Nailing installation
Clean-cut finish with Luna Hidden Nailing profiles suitable for both vertical and 
horizontal cladding.

dimensions (mm)

class

species

length (m)

m/m²

20x142

LunaThermo-D

Nordic pine

3,6 - 5,1

8,26

joist spacing (mm) 600

Fasten with the one nail above the ”V-groove”

dimensions (mm)

class

species

length (m)

m/m²

20x142

LunaThermo-D

Nordic pine

3,6 - 5,1

8,10

joist spacing (mm) 600

dimensions (mm)

class

species

length (m)

m/m²

26x142

LunaThermo-D

Nordic spruce

3,6 - 5,1

8,26

joist spacing (mm) 600

Luna UTV 20x142 HN Luna Panel System 20x142 HN Luna UTL 26x142 HN

Recommended joist 
spacing 600mm

Fasten with the one nail 
above the ”V-groove”

Use stainless steel nails

You can use starting 
clip on the first round

Luna UTV 20x142 HN installation Luna Panel System 20x142 HN 
installation

Fasten with the one nail 
above the ”V-groove”

Use stainless steel nails

You can use starting 
clip on the first round

Recommended joist 
spacing 600mm

Luna UTL 26x142 HN installation

Recommended joist 
spacing 600mm

Fasten with the one nail 
above the ”V-groove”

Use stainless steel nails

You can use starting 
clip on the first round


